
THE
DECORTILE
COLLECTION

EASY ON THE EYE

GENTLE TO THE EAR

COMPASSIONATE TO OUR PLANET

FRIENDLY TO YOUR POCKET
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Additionally, you can custom make your own tiles!
You create it, we make it!

DECORTILE: A range of bespoke ceiling tiles that allow you to custom design your ceiling to meet both your aesthetic 
and acoustic criteria. The DecorTile range is a contemporary style ceiling option to enhance your project. Aimed 
to assist with noise reduction in any location, these durable ceiling tiles can be manufactured to meet FSC 
requirements and are GECA certi�ed. Each DecorTile panel has a single machined timber composite core with a 
selected pre-�nished face and an acoustically treated back.

PREMIUM ACOUSTIC CEILING TILES: Excellent acoustic control and a premium quality �nish. DecorTile decorative 
timber ceiling tiles can be laid into standard grid systems. These decorative timber ceiling tiles are ideal for of�ces, 
schools and retail environments. DecorTile is functional, aesthetic and available in a variety of �nishes.

DECORTILE RANGE
Choose the best tile to suit your project

Neutron
Open Area 11.26%

Proton
Open Area 9.16%

Dynamo
Open Area 7.46%

Hercules
Open Area 8.95%

Tetris
Open Area 9.67%

Collide
Open Area 2.94%

Argon
Open Area 8.55%

Osmosis
Open Area 11.84%

Viola
Open Area 45.00%

Berlin
Open Area 48.61%

Cannes
Open Area 52.00%

Porto
Open Area 17.02%

Barcelona
Open Area 24.68%

Florence
Open Area 35.04%

Banksia
Open Area 9.60%

Fusion
Open Area 10.41%

Tuscany
Open Area 6.33%

Twilight
Open Area 1.85%

Voltage
Open Area 6.01%

Lisbon
Open Area 70.84%

Athens
Open Area 13.89%

Prague
Open Area 12.60%

Cosmos
Open Area 2.64%

Rome
Open Area 26.90%

Drift
Open Area 1.72%
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PANEL SIZES 
Choose a panel size
Available in 600x600 (nom) & 1200x600 (nom) 
for exposed grid systems. Please advise if panels 
are not being used in an exposed grid.

600 x 600

600 x 1200

FINISHES 
Choose a �nish

DecorImage

Euro Beech Hoop Pine Rock Maple Royal Cherry Spotted Gum Tasmanian Oak Walnut

Natural Timber Veneer

Queensland 
Hoop Pine

Ned Kelly 
Ironbark

Roma 
Blackwood

Alaskan 
White Ash

Albany 
Blackbutt

Californian 
Cherry Crown Cut

Northern 
Beach

Any solid polyurethane colour of your choice available.

EDGING 
Choose an edging

Square Arrised Rebated Tegular Stanza

SmartLook Options

Laminators
Dark Pine

Laminators

Austrian Forest 
Maple

Amazon Cherry

Cervera Pine

Wentworth 
Cherry

Oxbow Maple

Woodlands 
Pine

Aldini Oak

Midnight

Mozart Beech

Blanket White

Romano Cherry Paterna Walnut
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DECOR SYSTEMS AUSTRALIA

FREECALL
1800 835 035

FAX
02 9648 1800

EMAIL
letstalk@decorsystems.com.au

DECOR SYSTEMS NZ

FREECALL
0800 000 697

EMAIL
letstalk@decorsystems.co.nz

DECOR SYSTEMS AUSTRALIA

NEW SOUTH WALES
House of Decor
6 Millennium Court
Silverwater NSW
Australia 2128

QUEENSLAND
160 Lytton Road
Balmoral QLD
Australia 4191

VICTORIA
91 – 115 Link Drive
Campbell�eld VIC
Australia 3061

WESTERN AUSTRALIA
7 Bellows Street
Welshpool WA
Australia 6106

DECOR SYSTEMS NZ
40 Edward St
Rangiora 7400
New Zealand

FREECALL
0800 000 697

EMAIL
letstalk@decorsystems.co.nz

DECOR SYSTEMS USA
14250 Judicial Road
Minneapolis MN 55306
USA

DECOR SYSTEMS UK
178 Cheddon Road
Taunton TA2 7AN
United Kingdom

www.decorsystems.com.au

SPECIFICATION DecorTile 
Ceiling Tiles shall be DecorTile 12/16 by Decor Systems. 
Contact Decor Systems on Ph: 1800 835 035.
Tiles shall installed with Pro�le _________ and face �nish of _________ 
(Natural Timber Veneer DecorClear*, DecorThane*, DecorNexx*, Smartlook*, 
and DecorImage*). 
Tile Sizes 600 x 600*  or 1200 x 600*  or Combination
Panels Edge Types Square*, Arrised*, Rebated*, Tegular* or Stanza*
DecorSorb IAB to be applied to the rear of the tiles. 
Panels to be �nished with DecorClear 2 pack Polyurethane �nish with the 
addition of BioPanel Zap-X 
Refer to Standard grid types for installation.
Panels to include DecorInsul behind the panels.
Additional Items that may be required for your project include:
FSC, GECA, Fire Rating, etc…. Refer to Decor Systems SmartPack for 
further details and speci�cation assistance.  
Acoustic Panel type cannot to be substituted unless agreed by Architect 
_________ and Acoustic Engineer _____________ 
All panels must be supplied with Completion Certi�cate Number ______ 
(please contact Decor Systems for your project speci�c completion number)

HOW TO SPECIFY
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